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Slope: From 0 to 1:12

Rapid installation; phased construction permitted

Suitable for high wind locations

* 82-foot-long panels require special transportation arrangements 

Panel Length*: 7’ - 82’

Profiles: Box (Flat with Membrane on Weather-Side)

Coatings: Fluropon 70% PVDF, SMP, & PE
Liner Side Only:  HPS200 Ultra® & Stainless

Embossing: Standard for 24 & 26 Gauge 
Not Available for 22 Gauge or HPS200 Coating

Replaces traditional B-Deck solutions
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FALK RDEK 40
FALK RDEK 40 | ROOF DECK

The FALK RDEK 40 guarantees immediate watertight 

integrity upon installation, featuring watertight tongue 

and groove joints and a pre-installed foam gasket that 

blocks vapor and water. This accelerates other 

construction phases, enabling faster, cost-effective 

building completion. Its watertight design allows 

phased installation without worry.

The FALK RDEK 40 system is ideal for those seeking 

durable, aesthetically pleasing, and efficient roofing 

solutions.
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FEATURES

The FALK RDEK 40 system stands out as a premier lightweight, low-slope roof decking 

option that satisfies long-term performance objectives, especially where diaphragm 

shear integration is crucial. It replaces traditional B-decking with a single-component 

system that includes a high-performance polyisocyanurate insulation layer between 

two steel surfaces to meet rigorous design demands. When paired with either a 

self-adhered or fully adhered single-ply thermoplastic membrane, the FALK RDEK 40 

becomes an indispensable part of a resilient roofing solution.

Suited for slopes from 0 to 1:12, the FALK RDEK 40 panels are delivered with a primed 

and coated exterior, ready for TPO or PVC application. Offering thickness options from 

4 to 8 inches, the FALK RDEK 40 combines strength and aesthetic appeal. Designed to 

fasten only to the purlins or joists, it ensures a clean interior appearance.

Accessories
We offer compatible accessories to ensure buildings 

are completed and panels are securely installed. 

Roofing Membrane
Panels featuring this icon are suitable for TPO & PVC 

single ply membrane applications.

Low Slope Roof
Panels featuring this icon are suitable 

for roof decking systems. 

Solar Enabled
Panels featuring this icon are suitable for solar panel 

installation. The quantity of panels and their attachment 

should be specified by the support system provider. 

Panel Thickness*
[in]

R-Value** U-Value
(BTU/HR/FT²/°F)

*Panel thickness is nominal.
**R-value calculated based on ASTM 1363 U-Factor results, at 35° mean. FALK’s calculated R-value per inch is 8.33.
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FEATURES

The FALK RDEK 40 system stands out as a premier lightweight, low-slope roof decking 

option that satisfies long-term performance objectives, especially where diaphragm 

shear integration is crucial. It replaces traditional B-decking with a single-component 

system that includes a high-performance polyisocyanurate insulation layer between 

two steel surfaces to meet rigorous design demands. When paired with either a 

self-adhered or fully adhered single-ply thermoplastic membrane, the FALK RDEK 40 

becomes an indispensable part of a resilient roofing solution.

Suited for slopes from 0 to 1:12, the FALK RDEK 40 panels are delivered with a primed 

and coated exterior, ready for TPO or PVC application. Offering thickness options from 

4 to 8 inches, the FALK RDEK 40 combines strength and aesthetic appeal. Designed to 

fasten only to the purlins or joists, it ensures a clean interior appearance.
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are completed and panels are securely installed. 

Roofing Membrane
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single ply membrane applications.

Low Slope Roof
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for roof decking systems. 

Solar Enabled
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installation. The quantity of panels and their attachment 

should be specified by the support system provider. 
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FEATURES

The FALK RDEK 40 system stands out as a premier lightweight, low-slope roof decking 

option that satisfies long-term performance objectives, especially where diaphragm 

shear integration is crucial. It replaces traditional B-decking with a single-component 

system that includes a high-performance polyisocyanurate insulation layer between 

two steel surfaces to meet rigorous design demands. When paired with either a 

self-adhered or fully adhered single-ply thermoplastic membrane, the FALK RDEK 40 

becomes an indispensable part of a resilient roofing solution.

Suited for slopes from 0 to 1:12, the FALK RDEK 40 panels are delivered with a primed 

and coated exterior, ready for TPO or PVC application. Offering thickness options from 

4 to 8 inches, the FALK RDEK 40 combines strength and aesthetic appeal. Designed to 

fasten only to the purlins or joists, it ensures a clean interior appearance.

Accessories
We offer compatible accessories to ensure buildings 

are completed and panels are securely installed. 

Roofing Membrane
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single ply membrane applications.
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for roof decking systems. 

Solar Enabled
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installation. The quantity of panels and their attachment 
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**R-value calculated based on ASTM 1363 U-Factor results, at 35° mean. FALK’s calculated R-value per inch is 8.33.

Slope: From ¼:12 to 1:12

Rapid installation; phased construction permitted

Suitable for high wind locations

* 82-foot-long panels require special transportation arrangements 

Panel Length*: 7’ - 82’

Profiles: Box (Flat with Membrane on Weather-Side)

Coatings: Fluropon 70% PVDF, SMP, & PE
Liner Side Only:  HPS200 Ultra® & Stainless

Embossing: Standard for 24 & 26 Gauge 
Not Available for 22 Gauge or HPS200 Coating

Replaces traditional B-Deck solutions

4 33.33 0.03

5 41.67 0.024

6 50.00 0.02

FALK RDEK 40

 

 

FALK RDEK 40 | ROOF DECK

The FALK RDEK 40 guarantees immediate watertight 

integrity upon installation, featuring watertight tongue 

and groove joints and a pre-installed foam gasket that 

blocks vapor and water. This accelerates other 
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FEATURES

The FALK RDEK 40 system stands out as a premier lightweight, low-slope roof decking 

option that satisfies long-term performance objectives, especially where diaphragm 

shear integration is crucial. It replaces traditional B-decking with a single-component 

system that includes a high-performance polyisocyanurate insulation layer between 

two steel surfaces to meet rigorous design demands. When paired with either a 

self-adhered or fully adhered single-ply thermoplastic membrane, the FALK RDEK 40 

becomes an indispensable part of a resilient roofing solution.

Suited for slopes from 0 to 1:12, the FALK RDEK 40 panels are delivered with a primed 

and coated exterior, ready for TPO or PVC application. Offering thickness options from 

4 to 8 inches, the FALK RDEK 40 combines strength and aesthetic appeal. Designed to 

fasten only to the purlins or joists, it ensures a clean interior appearance.

Accessories
We offer compatible accessories to ensure buildings 

are completed and panels are securely installed. 

Roofing Membrane
Panels featuring this icon are suitable for TPO & PVC 

single ply membrane applications.

Low Slope Roof
Panels featuring this icon are suitable 

for roof decking systems. 

Solar Enabled
Panels featuring this icon are suitable for solar panel 

installation. The quantity of panels and their attachment 

should be specified by the support system provider. 

Panel Thickness*
[in]

R-Value** U-Value
(BTU/HR/FT²/°F)

*Panel thickness is nominal.
**R-value calculated based on ASTM 1363 U-Factor results, at 35° mean. FALK’s calculated R-value per inch is 8.33.
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FALK ICONS

Facade
Panels featuring this icon are suitable 

for facade applications.  

Accessories
We offer compatible accessories to ensure buildings 

are completed and panels are securely installed. 

Roofing Membrane
Panels featuring this icon are suitable for TPO & PVC 

single-ply membrane applications.

Agri-coating
Agri-coating is designed for durability and extended 

use in agricultural applications. 

Food Safe
A hygiene-compliant coating designed for use in the 

food industry. 

Solar Enabled
Panels featuring this icon are suitable for solar panel 

installation. The quantity of panels and their attachment 

should be specified by the support system provider. 

Wall
Panels featuring this icon are suitable 

for wall system applications. 

Ceiling
Panels featuring this icon are suitable 
for ceiling installations. 

Demising Wall
Panels featuring this icon are suitable 

for use in demising wall systems.

B1142
ASTM E84 CLASS A
FSI< 25    SDI < 450

FLORIDA BUILDING CODE FL41819 |
Meets performance building codes and standards

FLORIDA BUILDING CODE FL41818 |
Meets performance building codes and standards

Low Slope Roof
Panels featuring this icon are suitable 

for roof decking systems. 

Pitched Roof
Panels featuring this icon are suitable

for pitch roof systems.  




