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Whether it's car service centers,

showrooms, or distribution centers, the
FALK HFW 40 is versatile and suitable
for multiple uses with its variety of
profiles and colors. Its concealed fixing
method allows for extensive creative
design flexibility.

FEATURES

Facade
Panels featuring this icon are suitable
for facade applications.

Wall
Panels featuring this icon are suitable
for wall system applications.

Demising Wall
Panels featuring this icon are suitable
for use in demising wall systems.

Food Safe

A hygiene-compliant coating designed for use in the
food industry.

Accessories
We offer compatible accessories to ensure buildings
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are completed and panels are securely installed.

=== FALK HFW 40 | HIDDEN FIXED WALL PANEL

Panel Thickness* R-Value**

[in]

2.5 20.83
3 25.00
4 33.33
5 41.67
6 50.00
8 66.67

*Panel thickness is nominal.

U-Value
(BTU/HR/FT2/°F)

0.048
0.04
0.03
0.024
0.02

0.015

**R-value calculated based on ASTM 1363 U-Factor results, at 35° mean. FALK's calculated R-value per inch is 8.33.

Panel Length*: 7' - 82’
Profiles: Micro Rib, Macro Rib, & Box

Coatings: HPS200 Ultra®, Fluropon 70% PVDF,
SMP, PE, & Stainless

Horizontal and vertical mounting with
concealed fastening

The FALK HFW 40 panel features a 'hidden' fastening
method that conceals fasteners for a clean look upon

installation. Versatile by design, it is ideal for facades,

Embossing: Standard for 24 & 26 Gauge
Not Available for 22 Gauge or HPS200 Coating

dividing walls, and ceilings. This panel comprises two

profiled steel sheets with an insulating core, achieving

Designed for vertical and horizontal installation

an R-value of 8.33 per inch. Available outer profiles

include micro rib, macro rib, and box profile, offering

Hidden fastener

various design choices.

* 82-foot-long panels require special transportation arrangements
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