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COPING AND PERIMETER ROOFING SYSTEMS

Selecting Your Perfect Perimeter

Edge System

Fact:

What is an
ES-1 Rated
Roof Edge

System?

Roof edge systems typically represent only
about 1% of a building’s overall cost. Yet, the
importance of a properly designed roof edge
system cannot be underestimated or ignored,
as 60% of all roof warranty claims are attributed
to metal edge failures.

It makes sense to specify and install only ES-1
Rated Roof Edge Systems.

ES-1is a reference for those who design, specify,
fabricate or install low slop roof edges. It’s based
upon the information in ASCE 7-02" Minimum
Design Loads for Buildings and Other Structures.
ANSI/SPRI ES-1 provides a calculation and test
methods for determining wind uplift pressures on
perimeter roof edge terminations - which means,

your roof meets the highest quality standards.

- A quality roof edge system will resist the pull

of the roof material inwardly toward the center
field of the roof.

- A quality roof edge system will resist the

outward and upward forces which tend to blow
or peel edge systems off a building.
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ES-1

Compliant From the highest wind resistance

to lighter duty, our perimeter
systems have you covered. Drexel
Metals perimeter edge-to-edge
and ES-1 compliant systems are built weather-tough

and
Certified

with premium quality, heavy-gauge materials and
fully supporting engineered cleats that will meet

the strictest of standards. The engineered cleats

are manufactured in continuous and segmented
lengths and are pre-punched, taking the guesswork
out of cleat spacing. This unique design prevents

sag and supports the coping for a markedly superior
installation that’s also quick and easy. Spring-Tite
copings are precision-engineered to provide maximum
wind resistance and eliminate roof edge blow off.

Drexel Metals Edge Systems are also available with
continuous engineered cleats and a variety of gauges
and design options.

- Coping widths of 4" to 32"

- Face dimensions of 4" to 12"

- Radius trim available
- Extruded Cleat
- Welded aluminum corners
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SPRING TITE COPING SYSTEMS ///K[\)P

Engineered Commercial Roof Edge Systems

While our product offering is built to
embrace every design and inspiration,
safety and performance are paramount.
From the mill to the job site, Drexel Metals
strictly adheres to quality assurance
programs that ensure installed products
meet or exceed the most stringent code

Drexel Metals
ES-1 Certified
Perim

Edge Systems
Wind
Warranty

(From date of installation)

requirements in the country. Our products are tested to withstand

ES_" Cert”f"ed gale to hurricane force winds, hail, fire, and wind-driven rain through

independent testing and certification.

Perimeter Edge Standard (Edge) Wind Warranty: Drexel Metals provides customers
Systems W"nd with peace of mind with industry-leading

coverage against strong winds.

Wdrrdntles. - 110 mph 20-Year (Edge) Wind Warranty: A 20-year warranty
which provides increased wind protection.

- 215 mph HD Lifetime (Edge) Wind Warranty: A lifetime warranty
which provides wind protection up to 215 mph, and it’s fully
transferable!

For complete information about warranty options, please

call your Drexel Metals representative. It’s also recommended to
check with your single-ply manufacturer for actual wind speed
results of your roof membrane system.

Spring-Tite Coping W/ Continuous Cleat - performance series:

Spring-Tite Coping W/ Continuous WGIMD“MGXI:E|mdwmhs ' ROOF
Cleat System is a two-part assembly SrnoTie Copg SIDE
that includes a continuous cleat and

(22GA Galv. Continuous Cleat) ﬁ
a decorative snap-on coping cover \l I {

for single-ply roofs. (Concealed splice Face Hoight

plates and fasteners included.) |:|
13" #10-13x1" S.S. Panhead Woodscrew
12" On Center Through Pre-Punched
Hole and Membrane
—_ / #10-13x1" S.S. Panhead Woodscrew l

12" On Center Through Pre-Punched | Roof
Hole and Membrane Membrane

l-i Parapet Wall Width |:| 44

Features: Paint Warranty:
- Outside face: testing at 6". 35-Year Non Pro-rated Gold Wall Tested Sustained
- Inside face: testing at 5.5". Standard Paint Finish Warranty. Width With Pressure
’ Mcmmum.performonce: Testing: Tested in accordance Up to 16" 24 Gauge -105
22ga continuous. with ANSI/SPRI ES-1 Standard P
prepunched cleat. . for Sustained Wind Speeds per 16 -20 24 Gouge 90
+ Coping width: max 20", the International Building Code. Up to 16" 040 Alum -90
Material: 22ga, 24ga Steel (Qualifies for 20-Year 110 mph 16" - 20" .040 Alum -75

.040, .050, .063 Aluminum Warranty)
4
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Engineered Commercial

Snap Coping-Max - performance series:

Roof Edge Systems

Snap Coping-Max System is
an assembly that includes

a segmented cleat and a
decorative snap-on coping
cover for single-ply roofs.
(Concealed splice plates and
fasteners included.) Allows
for installing fasteners
vertically only (up to 6" face).

s eseavawon| |

wer 6 Oniy, Add Two (2)
rough Pre-Punched Hole

ROOF
Drexel SIDE
Droel Gla
| (16GA Galv. 12" Wide @ 40" 0.6)
N A [—— F
on Fac
Vo
#10-13x1-1/2" S.S. Panhead Woodscrew 6 Mex.
. et i e o s o
i 011425 Pt W
Mot e i T s s
COPING TO BE FABRICATED%" LARGER THAN WALL SIZE TO
ALLOW FOR ANY WALL WIDTH VARIANCE AND EASIER INSTALLATION. \

1 L Nemrane
Features: Paint Warranty:
- Outside face: testing up to 12" 35-Year Non Pro-rated Gold Wall Tested Sustained
- Inside face: testing up to 6" Standard Paint Finish Warranty. Width With Pressure
+ Maximum performonce”: Testing: Tested in accordance Up to 32" 24 Gauge -100
16ga segmented at 40" o.c. with ANSI/SPRI ES-1 Standard p
prepunched cleat . . Up to 32 .040 Alum -75
i ) ’ ., for Sustained Wind Speeds per
+ Coping width: max 32" the International Building Code.
Material: 22ga, 24ga Steel (Qualifies for 20-Year 110 mph
.040, .050, .063 Aluminum Warranty)
Snap Coping-Max-C - high performance series:
Snap Coping-Mox-C ——— R
System is an assembly | [/ e oy -
that includes a segmented :r : i
cleat, a spring clip, and a T H
decorative snap-on coping D

cover for single-ply roofs.
(Concealed splice plates and
fasteners included.). Allows
for installing fasteners

#
Height 2P C\an uoh o Punchod ol
d Mernt

o6 Only At Two 2
e Tvossh

2Per C\Drh i Pro Punched Hol,

COPING TO BE FABRICATED" LARGER THAN WALL SIZE TO
ALLOW FOR ANY WALL WIDTH VARIANCE AND EASIER INSTALLATION. \

Clip, and Membrane

vertically only (up to 6" face). |
Features: Paint Warranty:
- Outside face: testing at 12", 35-Year Non Pro-rated Gold Wall Tested Sustained
- Inside face: testing at 6". Standard Paint Finish Warranty. Width With Pressure
) Mommumdperfzgn?once: 16ga Testing: Tested in accordance Up to 32" 24 Gauge -100
segmented at 0.C. pre- : _
with ANSI/SPRI ES-1Standard Upto32" 040 Alum 100

punched cleat.
- Coping width: max 32",

Material: 22ga, 24ga Steel
.040, .050, .063 Aluminum

for Sustained Wind Speeds per

the International Building Code.

(Qualifies for Lifetime 215 mph
Warranty)
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Econo Coping LT - performance series:
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Roof Edge Systems

Econo Coping LT System is a two-part
assembly that includes a continuous

Econo-Coping LT Flashing
Econo-Coping LT Cleat
(24GA Continuous Cleat)
Optional Shim

by Installer

1-1/4" $.S. Ring Shank 12" -

n Cénter Through Pre-Punched ="

ROOF
SIDE

cleat and a decorative snap-on coping e T Gl ol andemtrane
cover for single-ply roofs. (Concealed —
splice plates and fasteners included.)
N:Z:::#y'/s‘f&‘\}\égp;elef{f’
Features: Paint Warranty:
- Outside face: testing at 6". 35-Year Non Pro-rated Gold Wall Tested Sustained
- Inside face: testing at 5.5". Standard Paint Finish Warranty. Width With Pree
) MOX{mum performance: 24ga Testing: Tested in accordance Up to 16” 24 Gauge -180
continuous cleat. with ANSI/SPRI ES-1 Standard ;
) . " Up to 24 24 Gauge -130
+ Coping width: max 24-. for Sustained Wind Speeds per
Material: 22ga, 24ga Steel the International Building Code. Up to 16 040 Alum -240
.040, .050, .063 Aluminum. (Qualifies for 20-Year 110 mph Up to 24~ .040 Alum -110
Warranty)
Econo Coping - high performance series:
Econo-Coping ROOF
/ B e ot SIDE
Econo Coping System is a two-part St -
assembly that includes a continuous
cleat and a decorative snap-on coping Face \ 5.5, Ring Shank 12 ol
cover for single-ply roofs. (Concealed —1r Wl LMT%;:::W::
splice plates and fasteners included.) - 12 o Conter
i
.l
}—— Parapet Wall Width I:I [ — ;‘;?T{!brane
Features: Paint Warranty:
- Outside face: testing at 6". 35-Year Non Pro-rated Gold Wall Tested Sustained
- Inside face: testing at 5.5". Standard Paint Finish Warranty. Width With Pressure
» Moximum pelrformonce: 2290 Testing: Tested in accordance Up to 16” 24 Gauge -250
continuous cleat. :
 Coming width: i 20" with ANSI/SPRI ES-1 Standard Up to 24” 24 Gauge 2210
ping : ’ for Sustained Wind Speeds per Up to 16” 040 Alum 260
Material: 22ga, 24ga Steel the International Building Code. & -
.040, .050, .063 Aluminum. (Qualifies for Lifetime 215 mph Upto24”  .040 Alum -210

Warranty)
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Engineered Commercial

Fascia EC - high performance series:

Roof Edge Systems

Fascia EC Flashing

N

7 (B others)
—_— *— — Roo'Memi"—aie__‘
(s S Tl i
Fascia EC System is a two part assembly N i =
that includes an extruded base and e P e
a decorative snap-on fascia cover for Face i S(';hdg“‘{‘g'f‘:'?‘?““:gzm
single-ply roofs. (Concealed splice plates x s
and fasteners are included.)
T [
1 —J— V|
Features: Paint Warranty:
- Outside face: testing up to 35-Year Non Pro-rated Gold Eoce Tested SUStoined
n.5" Standard Paint Finish Warranty. Height With Pressure
) onm;u(;ncpl)erformonce: 080 Testing: Tested in accordance Up to 8.5" 24 Gauge -300
xtrude eat. :
. with ANS.I/SPRI. ES-1 Standard Upto 85"  .040 Alum 340
Material: 22ga, 24ga Steel for Sustained Wind Speeds per - .
.040, .050, .063 Aluminum the International Building Code. 85 -5  22Gauge -160
(Qualifies for Lifetime 215 mph 8.5" - 11.5" .050 Alum -160
Warranty)
Fascia Cover LT - performance series:
Fascia Cover LT System is a two-part
assembly that includes a continuous
base and a decorative snap-on fascia Fac o comea
cover for single-ply roofs. (Concealed
splice plates and fasteners are
included.)
Features: Paint Warranty:
- Outside face: testing at 8", 35-Year Non Pro-rated Gold Face Tested Sustained
- Maximum performance: 22ga Standard Paint Finish Warranty. Height With Bressure
continuous cleat. Testing: Tested in accordance Up to 8" 24 Gauge -210
Material: 22ga, 24ga Steel with ANSI/SPRI ES-1 Standard Up to 8" 040 Alum 180

.040, .050, .063 Aluminum.

for Sustained Wind Speeds per
the International Building Code.
(Qualifies for 20-Year 110 mph
Warranty)
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Snap Gravel Stop HD - high performance series:

Roof Edge Systems

r 7/16" Snap Gravel Stop HD Flashing
— Snap Gravel Stop HD Cleat
(22GA Continuous Cleat)
Ti.\‘\ Spring Stop
Snup Grdvel Stop HD \J (22GA Continuous)
System is a three-part assembly /R”memb“"e
that includes a continuous base, Face Height !
spring-stop, and a decorative snap-on /
Gravel Stop cover for single-ply roofs. 10.13x1-v;ETF;jg@gg%Idscrew12--
(Concealed splice plates and fasteners > I;J\ym-i8%;?;;;%%%’12'@”“”
included.) ‘
! !
Ye" ~ - 76" ]
Features: Paint Warranty:
- Outside face: testing at 6" 35-Year Non Pro-rated Gold Face Tested Sustained
- Maximum performance: 22ga Standard Paint Finish Warranty. Height With Pressure
continuous cleat. Testing: Tested in accordance Up to 6" 24 Gauge -200
Material: 22ga, 24ga Steel with ANSI/SPRI ES-1 Standard Upto 6" 040 Alum. 2210
.040, .050, .063 Aluminum for Sustained Wind Speeds per
the International Building Code.
(Qualifies for Lifetime 215 mph
Warranty)
Snap Gravel Stop LT - performance series:
S
Snap Gravel Stop LT System is a \ | /
two-part assembly that includes a B
. . Face Height 1/2 -
continuous base and a decorative & Max
snap-on Gravel Stop cover for single- g%:i%:gizf“pm
ply roofs. (Concealed splice plates and T
fasteners included.)
7
Features: Paint Warranty:
- Outside face: testing at 8" 35-Year Non Pro-rated Gold Face Tested Sustained
- Maximum performance: 24ga Standard Paint Finish Warranty. Height With Pressure
continuous cleat. Testing: Tested in accordance Up to 8" 24 Gauge -70
Material: 22ga, 24ga Steel with ANSI/SPRI ES-1 Standard Up to 8" 040 Alum. -90

.040, .050, .063 Aluminum

for Sustained Wind Speeds per
the International Building Code.
(Qualifies for 20-Year 110 mph
Warranty)
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Engineered Commercial

Roof Edge Systems

Gravel Stop:
——‘ ’——Vanes
Gravel Stop
Gravel Stop Cleat
(22GA Continuous Cleat)
2" Roof Membrane
|
Thickness =
Gravel Stop System is built weather- .
. . Face Height
tough with heavy-gauge materials and et
a fully supporting engineered cleat that I:l T
. . \
will meet the strictest of standards. 1404 S 5. Ring Shark 12°
FroPunched ol
1-1/4" S.S. Ring Shank 12"
On Center Through Membrane
/ and Pre-Punched Hole
Features:

- Outside face: testing at 10"
- Maximum performance: 22ga
continuous cleat.

Material: 22ga, 24ga Steel
.040, .050, .063 Aluminum.

Paint Warranty:
35-Year Non Pro-rated Gold
Standard Paint Finish Warranty.

Testing: Tested in accordance
with ANSI/SPRI ES-1 Standard
for Sustained Wind Speeds per
the International Building Code.
(Qualifies for 20-Year 110 mph
Warranty)

Face Tested Sustained

Height With Pressure
Up to 10" 24 Gauge -180
Up to 10" .040 Alum. -170




Hop

DRIP EDGE SYSTEMS

Incorporated

Engineered Commercial Roof Edge Systems

Drip Edge LT - performance series:

Drip Edge LT System is a two-part
assembly that includes a continuous
base and a decorative drip edge cover for

Drip Edge LT Cleat
(24GA Continuous Cleat)

6" Cover Strip and Primer
Drip Edge LT Flashing
Roof Membrane

1114188, Ring Shank 12"

single-ply roofs. (Concealed splice plates iy o e s iand
and fasteners included.) L]
Features: Paint Warranty:
- Outside face: testing at 6". 35-Year Non Pro-rated Gold Face Tested Sustained
- Maximum performance: 24ga Standard Paint Finish Warranty. Height With Pressure
continuous cleat. Testing: Tested in accordance Upto 6" 24 Gauge -240
Material: 22ga, 24ga Steel with ANSI/SPRI ES-1 Standard Up to 6" 040 Alum. -250

.040, .050, .063 Aluminum.

for Sustained Wind Speeds per
the International Building Code.
(Qualifies for 20-Year 110 mph
Warranty)

Drip Edge - high performance series:

Drip Edge System is a two-part
assembly that includes a continuous
base and a decorative drip edge cover
for single-ply roofs. (Concealed splice
plates and fasteners included.)

Drip Edge Cleat
(22GA Continuous Cleat)

6" Cover Strip and Primer
Drip Edge
/ Roof Membrane
£
7

2" Min,

Face Height
6" Max

]

1-1/4" $.S. Ring Shank 12"
On Center Through Pre-Punched
Hole and Membrane

1-1/4" $.S. Ring Shank 12"
On Center Through Pre-Punched
Hole and Membrane

Features: Paint Warranty:

- Outside face: testing at 6", 35-Year Non Pro-rated Gold Face Tested Sustained
- Maximum performance: 22ga Standard Paint Finish Warranty. Height With Pressure
continuous cleat. Testing: Tested in accordance Up to 6 24 Gauge -390

Material: 2290, 24ga Steel with ANSI/SPRI ES-1 Standard Up to 6" 040 Alum. -410

.040, .050, .063 Aluminum.

for Sustained Wind Speeds per
the International Building Code.
(Qualifies for Lifetime 215 mph
Warranty)
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Engineered Commercial Roof Edge Systems

Gutter HD - high performance series:

Gutter HD System is a heavy-duty gutter system
used with single-ply roofs. (Gutter brackets and

Roof Membrane

#10-13x1" §.5. Panhead Woodscrew
12" On Center

Gutter

Water Cut-Off Mastic

Universal Single Ply Sealant
Termination Bar

fasteners included - spaced 24" on center.)

Material: 22ga, 24ga Steel .040, .050, .063
Aluminum.

Paint Warranty: 35-Year Non Pro-rated Gold
Standard Paint Finish Warranty.

Testing: Tested in accordance with
ANSI/SPRI ES-1 Standard for Sustained Wind Speeds

#9'S.S. Washered Woodscrew
6" On Center

#9 S.S. Washered Woodscrew
(1) Per Bracket

7" Gutter HD Bracket (24" o.c. Max.)

per the International Building Code. Gutter HD b——
uses an aluminum gutter bracket perfect for more
aggressive environments like salt water.
Gutter Tested Sustained Gutter Tested Sustained
Type With Pressure Type With Pressure
G-1 Horizontal (outward pull) 24 Gauge -200 G-1 Horizontal (outward pull) .040 Alum. -230
G-2 Vertical (upward pull) 24 Gauge -90 G-2 Vertical (upward pull) .040 Alum. -90
G-2 Vertical (upward pull) 24 Gauge -430 G-2 Vertical (upward pull) .040 Alum. -430

Gutter LT - performance series:

Gutter LT System is a performance-rated gutter
system used with single-ply roofs. (Gutter brackets
and fasteners included - spaced 24" on center.)

Material: 22ga, 24ga Steel.040, .050, .063
Aluminum.

Paint Warranty: 35-Year Non Pro-rated Gold
Standard Paint Finish Warranty.

Testing: Tested in accordance with ANSI/SPRI
ES-1 Standard for Sustained Wind Speeds per the

Roof Membrane

\
\
\
\

#9S.S. Washered
Y 6"On Center
|

#9'S.S. Washered Woodscrew
(1) Per Bracket

7" Gutter LT Bracket 18GA (24" o.c. Max.)

#10-13x1" §.. Panhead Woodscrew
12" On Center
Gutter
Water Cut-Off Mastic
Universal Single Ply Sealant
Termination Bar

i

N

N\

|

o
=Y

International Building Code. Gutter LT uses our .
standard Hot Dipped Galvanized gutter bracket.
Gutter Tested Sustained Gutter Tested Sustained
Type With Pressure Type With Pressure
G-1 Horizontal (outward pull) 24 Gauge -290 G-1 Horizontal (outward pull) .040 Alum. -310
G-2 Vertical (upward pull) 24 Gauge -20 G-2 Vertical (upward pull) .040 Alum. -40
G-2 Vertical (upward pull) 24 Gauge -430 G-2 Vertical (upward pull) .040 Alum. -430





