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*Panel thickness is nominal. 
**R-value calculated based on ASTM 1363 U-Factor results, at 35° mean. FALK’s calculated R-value per inch is 8.33.

FALK CSW 44

As a leader in high-performance building 

solutions, the FALK CSW 44 panel is 

engineered to endure extreme conditions. 

These panels are optimally designed for 

applications such as cold storage, freezers, 

climate-controlled rooms, production 

areas, battery testing facilities, and sterile 

environments. They provide exceptional 

insulation, adeptly maintaining internal 

temperatures and repelling external heat, 

cold, and moisture.
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[in]

 R-Value** U-Value
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FEATURES

Facade
 Panels featuring this icon are suitable 

for facade applications.  

Wall
 Panels featuring this icon are suitable 

for wall system applications. 

Demising Wall
Panels featuring this icon are suitable 

for use in demising wall systems.

Accessories
We offer compatible accessories to ensure buildings 

are completed and panels are securely installed. 

Food Safe
A hygiene-compliant coating designed for use in the 

food industry. 

Agri-coating
 Agri-coating is designed for durability and extended 

use in agricultural applications. 

Advanced sealing

The FALK CSW 44 panel features an advanced joint 

designed to satisfy the demanding needs of 

refrigeration applications. This joint ensures an 

exceptional airtight seal, essential for maintaining 

consistent temperature and humidity levels. With 

its versatile design, the FALK CSW 44 can be 

tailored to meet diverse aesthetic and functional 

requirements, providing options for both horizontal 

and vertical installation to complement various 

architectural styles.

Panel Length*: 7’ - 82’

Profiles: Box

Coatings: HPS200 Ultra®, Fluropon 70% PVDF, 
SMP, PE, & Stainless

Embossing: Standard for 24 & 26 Gauge 
Not Available for 22 Gauge or HPS200 Coating

Excellent for use in cold storage, freezer rooms, 
or grow rooms

Visible fastener

* 82-foot-long panels require special transportation arrangements 
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