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FALK SSR 42

FEATURES

The FALK SSR 42 roof panel offers a 

timeless look along with a state-of-the-art 

composite structure. This comprehensive 

design ensures robust structural integrity 

and contributes to the enhanced energy 

efficiency of the building's envelope.

Accessories
We offer compatible accessories to ensure buildings 

are completed and panels are securely installed. 

Pitched Roof
Panels featuring this icon are suitable

for pitch roof systems.  
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Economical and durable

The solar-enabled FALK SSR 42 roofing system 

offers a reliable weather-tight seal and a prolonged 

service life, perfect for commercial, industrial, and 

institutional settings. It excels in thermal and fire 

resistance, energy efficiency, and provides ease of 

assembly. Available in various colors, the FALK SSR 

42 is a versatile, durable, and environmentally 

friendly option for roofing.
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Solar Enabled
Panels featuring this icon are suitable for solar panel 

installation. The quantity of panels and their attachment 

should be specified by the support system provider. 

FALK SSR 42 | STANDING SEAM ROOF PANEL

Panel Thickness*
[in]

R-Value** U-Value
(BTU/HR/FT²/°F)

*Panel thickness is nominal.
**R-value calculated based on ASTM 1363 U-Factor results, at 35° mean. FALK’s calculated R-value per inch is 8.33.

Panel Length*: 10’ - 82’

Profiles: Box / SSR Box

Coatings: Fluropon 70% PVDF, SMP, & PE

Embossing: Standard for 24 & 26 Gauge 
Not Available for 22 Gauge

Attractive, durable, and energy efficient
alternative to standard steel roofs

Slope: From ¼:12 to 4:12

Visible fastener

Concealed wide-bay clip assembly

* 82-foot-long panels require special transportation arrangements 
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FALK ICONS

Facade
Panels featuring this icon are suitable 

for facade applications.  

Accessories
We offer compatible accessories to ensure buildings 

are completed and panels are securely installed. 

Roofing Membrane
Panels featuring this icon are suitable for TPO & PVC 

single-ply membrane applications.

Agri-coating
Agri-coating is designed for durability and extended 

use in agricultural applications. 

Food Safe
A hygiene-compliant coating designed for use in the 

food industry. 

Solar Enabled
Panels featuring this icon are suitable for solar panel 

installation. The quantity of panels and their attachment 

should be specified by the support system provider. 

Wall
Panels featuring this icon are suitable 

for wall system applications. 

Ceiling
Panels featuring this icon are suitable 
for ceiling installations. 

Demising Wall
Panels featuring this icon are suitable 

for use in demising wall systems.

B1142
ASTM E84 CLASS A
FSI< 25    SDI < 450

FLORIDA BUILDING CODE FL41819 |
Meets performance building codes and standards

FLORIDA BUILDING CODE FL41818 |
Meets performance building codes and standards

Low Slope Roof
Panels featuring this icon are suitable 

for roof decking systems. 

Pitched Roof
Panels featuring this icon are suitable

for pitch roof systems.  




